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The features of the Ethernet communication module are as follows.

 - High speed peer-to-peer network connection among PLCs

 - High speed updates using the DirectSOFT programming software

 - High-performance access to human / machine interface (HMI), ERP, MES 

or Windows-compatible software (When Visual Scope is used)

 - SDK for customizing drivers (Free of charge)

 - Virtually unlimited number of network nodes

 - Easy setup

The H0-ECOM100 realizes high speed communications over 10Base-

T/100Base-T X Ethernet and meets the needs of all k inds of PLC 

communication. The H0-ECOM100 satisfies the needs of all kinds of PLC 

communications including peer-to-peer PLC communications, links to ladder 

programming by the DirectSOFT, and links to HMI applications of the user. 

Using the DirectSOFT programming software (version 4.0 or later), you 

can execute, monitor, and update any PLC program over the network. The 

modules can be mounted to the option card expansion slot of every DL05/

DL06 model.

Easy connection

Category 5 UTP cables should be used for connecting the modules (internodal 

distance should be less than 100 m). Moreover, if a relay is used, this 

distance can be extended and the number of nodes can be increased.
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- MODBUS TCP support

 The module supports the MODBUS TCP client / server protocol.

 TCP/IP and IPX can be used like with the H0-ECOM.

- DHCP-compatible

 The module can acquire IP addresses from DHCP servers. It can be used 

as long as there is a DHCP server, even if an IP address is not set using 

the Net Edit3 software.

- HTML setting

 The module allows various settings from a browser.

Items Specifications

Communication 10/100 Base-T Ethernet

Data Transfer Rate 10/100 Mbps

Link Distance 100 m

Ethernet Port RJ45

Ethernet Protocols
TCP/IP, IPX, MODBUS

TCP, DHCP, HTML setting

Weight 23 g

CPU Firmware Required DirectSOFT Required

DL05 Version 4.90 or later Version 3.0c or later

DL06 Version 1.80 or later Version 4.0, Build 16 or later


