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The D4 ser ies data communicat ion module is a general-purpose 

communication interface for the D4 series family. This module can be used 

mainly for four applications.

 - Expansion of the general-purpose communication ports to be connected 

to computers and programmable displays

 - Network interface to the DirectNet (CCM2) network

 - Network interface connected to the MODBUS network using the RTU 

protocol

 - Interface with non-procedural serial transmitters and receivers

Expansion of Communication Ports

All models of the D4 ser ies CPU are equipped with at least two 

communication ports. However, if you want to expand the communication 

ports, you can separately mount the data communication module. Since the 

DM is the expansion communication port, it has the same specifications as 

Port 1 of the D4 series. Therefore, if the device can be connected to Port 1 

of the D4 series CPU, it can be connected to the DM. Check if the device is 

equipped with a driver compatible with the D4 series. Thus, you can connect 

programmable displays and computers to the DM. Moreover, since the DM 

requires no programming, it can start data transfer if the DM communication 

parameters are set and the DM is connected to the device over cable.

Speci cations

Items Specifications

Module Type Intelligent

Number of Modules per CPU Up to 7 units, any slot of the CPU base unit

Communication

RS-232C/422, DirectNet (CCM2) or MODBUS (only 

slave) RTU protocol.

The communication speed can be selected in the 

range of 300 bps to 38.4 Kbps. Odd parity or no 

parity. HEX or ASCII mode.

Recommended Cable Belden 9729 or equivalent (In the case of RS-422)

Wiring Connector D-sub 25-pin connector

Weight 265 g


